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Tel:  1-877-347-3569
Fax: 1-866-367-8826
www.ecoairflow.com

SPECIFICATIONS
PRESSURE DROP:
.19 in.w.c @ 300 fpm 
.50 in.w.c @ 500 fpm

NOMINAL INPUT:
24 Volts (floating)

VOLTAGE RANGE:
24V min to 30V max (floating)

CONSUMPTION:
2 watts

APPARENT POWER: 
1.5VA

STANDARD SIZES (inches)
10x20 12x24 16x24  
16x25 18x20 20x20 
20x24 20x25 24x24   
25x25

CUSTOM SIZES AVAILABLE 

Model 2300
2" COMMERCIAL ELECTRONIC AIR CLEANER
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The Model 2300 Electronic Air Cleaner features:

High Filtration Efficiency Easily Retrofitted
Low Pressure Drop Only 2" Deep 
Simple Maintenance Tandem Units Together

What is the secret of the ECOairflow 2300's
purification power?
ELECTRONIC POLARIZATION.

The Model 2300 is designed to dramatically improve 
filtration performance through the use of "ELECTRONIC 
POLARIZATION" while at the same time minimizes 
pressure drop. The combination of these carefully 
engineered processes results in a highly efficient filter -- 
both from a filtration and energy perspective.

That is why we took the best of both worlds -- LOW 
PRESSURE DROP and HIGH EFFICIENCY to deliver this 
unique 2" electronic air cleaner necessary for today's IAQ 
needs.
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MODEL 2300 FILTRATION PERFORMANCE OVER 30 MINUTES
OF CONTINUOUS OPERATION (AS PER AHAM STANDARDS)

FRACTIONAL EFFICIENCY (%)
TEST CONDUCTED AT 300FPM IN A 1,008 CU. FT. ROOM
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PRESSURE DROP LIFE CYCLE PERFORMANCE FOR A 
MODEL 2300 BASED ON A CONSTANT AIR VOLUME SYSTEM
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500 fpm
face velocity

300 fpm
face velocity


